
Ground Power Unit (GPU) 

 

 

AmpJet180 

 

 

 

 

 

 

Features: 
 

 Manufacturer: Advance GSE Corp. 

 Model: Ampjet180 (AD180DG) 

 Engine: Perkins / Cummins 

 Alternator: Marathon Electric 

 Continuous Output: 180 KVA (3Phase, 115/220VAC, 400Hz, 520Amp.) 

 Peak Output: 270KVA (780 Amps for 1 min.) 

 Parking Brake: Tow Bar Activated 

 Compliance Standard: Meets Mil-STD-704E 

 Output Cable: Mil-C-5756 

 Working Temperature:  -22° to 122°F ( -30° to +50°C) 

  



 

AmpJet140 

 

 

 

 

 

 

Features: 
 

 Manufacturer: Advance GSE Corp. 

 Model: Ampjet140 (AD140DG) 

 Engine: Perkins / Cummins 

 Alternator: Marathon Electric 

 Continuous Output: 140 KVA (3Phase, 115/220VAC, 400Hz, 405Amp.) 

 Peak Output: 210KVA (600 Amps for 1 min.) 

 Parking Brake: Tow Bar Activated 

 Compliance Standard: Meets Mil-STD-704E 

 Output Cable: Mil-C-5756 

 Working Temperature:  -22° to 122°F ( -30° to +50°C) 

 

 

 
 

 

 

 

  

 



AmpJet120 

 

 

 

 

 

 

 

 

Features: 
 

 Manufacturer: Advance GSE Corp. 

 Model: AmpJet120 (AD120DG) 

 Engine: Perkins / Cummins 

 Alternator: Marathon Electric 

 Continuous Output: 120 KVA (3Phase, 115/220VAC, 400Hz, 350 Amp.) 

 Peak Output: 180 KVA (525 Amps for 1 min.) 

 Parking Brake: Tow Bar Activated 

 Compliance Standard: Meets Mil-STD-704E 

 Output Cable: Mil-C-5756 

 Working Temperature:  -22° to 122°F ( -30° to +50°C) 

 

 

 

 

 

 



AmpJet90 

 

 

 

 

 

 

 

 

 

Features: 
 

 30’ AC 2/0 (4-2/0) Output Cable w/plug 

 High engine coolant temperature warning / Shut down 

 Low Coolant level warning 

 Low engine oil pressure warning / shut down 

 Low fuel warning beacon 

 Amber strobe beacon 

 Forklift Pocket 

 Emergency stop switch 

 Control Panel Lexan Cover 

 10  HR stainless steel fuel tank (full throttle) 

 Tow bar foot protection 

 2 years / 2000 Hrs warranty 

 
 

 

 

 

 



AmpJet28 

 

 

 

 

 

 

 

 

 

Features: 
 

 Manufacturer: Advance GSE Corp. 

 Model: AmpJet28 (AD28DG) 

 Continuous Amp: 850 Amps 

 

 

 

 
 

 

 

 

 

 

 

 

 
 

 



GPU-Hobart-Jet-EX4 

 

 

 

 

 

 

 

 

 

Features: 
 

 Manufacture: Hobart 

 Model: Jet-EX4 

 Output: 28.5 V DC 

 Engine: GAS 

 

 
 

 

 

 

 

 

 

 
 

 

 

 



 

 

Hobart Ground power unit 90KVA 

 

 

 

 

 

 

 

 

Features: 
 

 Manufacture: Hobart 

 Model: 90P20P 

 Capacity: 90KVA , 400 HZ 

 Engine: Perkins Diesel 

 

 

 
 

 

 

 


